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Project Plan Sheets:

AM 1 66 SD16 is used for 2 different storm pipes. Corrected numbering on storm pipes

AM 2 69-72
Revise spillways to conform with comments below in drainage 

report.
Spillways have been revised to ensure a 6" water depth at 100-yr flow with a 1-ft total depth

AM 3 73-74
Parking stall dimensions do not conform to Land Use Code 

Section 70-18. 
Corrected label to flowline

CR 252 Plan Sheets:

AM 4 6
Extend shoulder widening to west to location of full 32 feet width 

of pavement so there is not a short section of narrower road.
Widening has been added

Drainage report:

AM 5
Drainage 

Report

Culvert calculations for SD3/SD4 have culvert size that does not 

match plans.
Corrected culvert sizes in plans to match drainage report

AM 6
Drainage 

Report

Culvert calculations for the middle storm pipes (SD5-SD11) do 

not appear to account for the cumulative runoff of the subbasins 

upstream which may result in undersized culverts.

Flows have been accumulated correctly, SD11 was upsized to 15"

AM 7
Drainage 

Report
Culvert inputs for calculations for SD15 does not match plans. 

Corrected culvert sizes in plans to match what was shown in the Hydraulic Model and Drainage 

report

AM 8
Drainage 

Report

Land Use Code 70-9 Technical Appendix.F.4.d.iv. requires that 

the pond emergency spillway have a depth off flow less than 6 

inches and a top bank of 1 foot above the spillway.  Revise 

calculations and spillway details as needed.   

Spillways have been revised to ensure a 6" water depth at 100-yr flow with a 1-ft total depth

Traffic Impact Study:

AM TIS

Appendix D: cite sources of nomographs and variables used for 

pavement section  analysis on CR 252.  A meeting to discuss 

methodology with County Engineer is needed

Meeting was held to discuss nomographs, citation has been added

AM TIS

Further discussion is needed between county and developer 

regarding mitigation of traffic impacts (and future overlay) to CR 

252 west of Dalton Ranch Road.

Overlay from Trimble Crossing DR to RR Tracks has been  added intop pans per County guidance

AM TIS
Further discussion is needed on any pedestrian improvements 

along CR 252. 

County and Client have discussed pedestrian improvements and other multi-modal 

improvements. The shoulder will help with multi-modal, and pedestrian improvements in the area 

have been infeasible.

AM TIS

LUC 74-4.XII. requires pavement design based on a 20-year 

design life. The design for the onsite pavement in the 

geotechnical report is based on a 10-year design life. 

Per discussion at meeting, 20-yr design life is based on 400 ADT or more. Project distributes <500 

ADT's over 2 accesses, so comment does not apply.
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